Plé;aséﬂpri;i»or‘type. (Form designed for use on elite (12-pitch) typewriter.) Form Approved. OMB No. 2050-0039

UNIEORM HAZARDOUS 1. Generator ID Number 2.';Pége 1 of 4. Manifest Tracking Number

'WASTE MANIFEST O01352578 JJK

5. Generator's Name and Mailing Address o Generator's Syte Addres s (if different than mailing address) ;

>

U.S. EPAID Number

TR LRI SERTHL, TR, | HATS :

7. Transporter 2 Company Name U.S. EPAID Number : {
| : |

8. Designated Facility Name and Site Address . U.S. EPAID Number :

Facml s Phone:

9a. | 9b.U.S.DOT Descnpnon (including Proper Shipping Name, Hazard Class, ID Number, 10. Containers 11. Total 12. Unit 13, Waste Cod i
HMm | and Packlng Group {if any)} No. Type Quantity WiNol. . Waste Codes -

r

(- R o
b4 il
2 7 .
RO ]
e
_— 3.
4.

14. Special Handling Instructions and Additional Information

e, AT némv "
Py cEReen ] e

15. GENERATOR’SIOFFERORTS CERTIFICATION: | hereby declare that the contents of this consignment are fully and accurately described above by the proper shipping name, and are classified, packaged,
marked and labeled/placarded, and are in all respects in proper condition for transport according to applicable intemational and national govemmental regulations, if export shipment and | am the Primary
Exporter, | certify that the contents of this consignment conform to the terms of the attached EPA Acknowledgment of Consent, .
| certify that the waste minjmization statement identified in 40 CFR 262.27(a) (if | am a large quantity generator) or (b) (if| am a small quanmy generator) is true.

Generator's/Offeror's Pnnteleyped Name Signature 7 Month
2 L / d
Fom R o e E s & «; S f .
. o I l
16. International Shipments i = i j ) g
nternational Ship D |mpm toU.S. D Export from U.S. Port of entry/exit:
Transporter signature (for exports only): Date leaving U.S.:
17. Transporter Acknowledgment of Receipt of Materials
Tran nsporter 1 Pnnt%g ypgd Name Stgnatgr,aw Month Day - Year
. ity . P p}'&ﬁ
Flcg Sepisiei = gf 14 1 Zel 07
Transporter 2 Printed/Typed Name e . S!gnalt\.ufew Month - Day - Year

| I

18. Discrepancy

18a. Discrepancy Indication Space D Quantity D Type ' El Residue D Partial Rejection D Full Rejection
: Manifest Reference Number:
18b. Alternate Facility {or Generator) U.S. EPA ID Number
Facility's Phone: l
18c. Signature of Alternate Facility (or Generator) Month Day Year

19. Hazardous Waste Report Management Method Codes (i.e., codes for hazardous waste treatment, disposal, and recycling systems)
1 R 2. 3. 4.

DESIGNATED FACILITY ————— |TRANSPORTER| INT'L}<

20. Designated Facility Owner or Operator: Certification of receipt of hazardous materials covered by the manifest except as noled in item 18a

Printegd/Typed Name . N Signature . Month Da Year
teg) ; S g g ! o . i ; 1 : y

s

AKC-0016561



‘\: o o5 S -
) . 791807 87430
'&Ease pnnLor type {Form designed for use on elite (12-p|tch) typewriter.) Form Approved. OMB No. 2050-0039
4 | UNIFORM HAZARDOUS 1. Generator 1D Number 2. Page 1 of | 3. Emergency Response Phone 4. Manifest Tracking Number
WASTE MANIFEST HADFRO738546 i {800) S47-745% QO_] JJK
5. Generators Name and Mailing Address ‘ Generator's Site Address (1 different than mailing address) ' g
11 Tnszas corpeR wamis MLASEAH COPPER ¥OR4S o
] 20 RARFDRE ST $I8 S HakFone
Generatsisbhanes ¥ G134 {I0613R2-2IT9 ] SEATILE MR 98104 {204)380-937¢
6. Transporter 1 Company Name U.S. EPAID Number |
RURLINGTOM ENVIRONRENTAL, IND. - | waro00001743 ]
7. Transporter 2 Company Name ) U.S. EPAID Number
8. Designated Facility Name and Site Address U.S. EPA ID Number
FUSLINGTOY THVIBRDMRENTAL, INC. ZENY FRCILDYY
0243 TTIR AR SoUTy
Facilty's Phone: SEMT, ¥A FE83Z {233} 472-BA%L | WADYPLIZRIZEY
ga. | 9b. U.S. DOT Description (including Proper Shipping Name, Hazard Class, 1D Number, 10. Containers 11. Total 12. Unit 13, Waste Codes -
HM | and Packing Group (if any)) No. Type Quantity Wt.Nol. .
o 1. ARVERIM ROT REGULATER &Y v —
% il éb 6 2
=2
w
(L4
3.
4.
14. Special Handling Instructions and Additional Infonnaﬁgn_
{1} A1065-40-00 ~ LATEE PAINY & MRTER
e S
o |
15. GENERATOR’SIOFFEROR‘S CERTIFICATION: | hereby declare that the contents of this consignment are fully and accurately described above by the proper shipping name, and are classified, packaged,
marked and labeled/placarded, and are in all respects in proper condition for transport according to applicable intemational and national govemmental regulations. If export shipment and | am the Primary
Exporter, | certify that the contents of this consignment conform to the terms of the attached EPA Acknowledgment of Consent.
| certify that the waste minimization statement identified in 40 CFR 262.27(z) (if | am a large quantity generator) or (b} {if) am a small quantity generator) is true.
Generator's/Offeror’s Printed/Typed Name Signature . ; Month 'Day  Year
Bl i ‘f »9‘ - e "‘""\} o \ .
v T S sy ,:xj,y - l ,ﬁ"" R g et | ) I ;-"‘;‘*yl e
] ts e i o
gl Wl S D importto U.S. [ export from Us. . Portof entrylexit:
= Transporter signature (for exports only): Date leaving U.S.:
ﬁ 17. Transporter Acknowledgment of Receipt of Materials
E= [Trangparter 1 PnntW Name Stgna Ty Month  Day  Year
o A
[=] » : i y
2 L2 P & 12l )
% Tl nsporter 2 Pnnteleyped lame' S L | Slgnamre __/ = . Month  Day  Year
= .
£ I _ | 1 |
18. Discrepancy
I 18a. Discrepancy Indication Space . [ ] guangey E [ TResidue [ partial Rejection [ Jrunrejecion
_Manifest Reference Number:
t 18b. Altemate Facility (or Generator) ) ) U.S. EPA ID Number
= .
o : ;
b Facility's Phone: I 5
E 18c. Signature of Alternate Facility (ar Generator) Month Day  Year .
< : : '
= P [
% 19, Hazardous Waste Report Management Method Codes (i.e., codes for hazardous waste treatment, disposal, and recycling systems)
W, 2. 3 N
@
20. Designated Facility Owner or Operator: Certification of receipt of hazardous materials covered by the manifest except as noted in Item 18a
Printed/Typed Name Signature Month  Day  Year
EPA Form 8700-22 (Rev. 3-05) Previous editions are obsolete. GENERATOR'’S INITIAL COPY

AKC-0016562



D RESOURCE 'RECOVERY 1620 East Alexander Ave., Tacoma WA 98421 (253) 383:3044°

@‘BEI PUGET SOUND 1629 East Alexander Ave: Tacoma WA 98421 (253) 383- 3044

BEG!NN!NGM!LEAGE . . ONDUTY

[OFEDUTY

CONTAINER G ¢ - .

... | PLEASE PAY.
| THIS AMIOUNT "": ;

- “This is 1o certify that the above named materials are properly classified, described, packaged,
{ , and are in proper condition for fransportation, accordmg to the appllcable

. D LOADED

. RECEIPT#. ' - .
: s DTACOMA 1701 E Alexander Ave Tad ma WA 8421 (253) 627-7568 ‘

L . A » ashougal WA 98671
: ~ 360) 8358504 ' ‘
7P {fg ;%‘Ea @.’K( :

ENT 20245 77th Ave. S., Ken’( WA 98032 (253) 872 7859 ‘

 ARRIVALTIME: f’e:;ifé 5

LOAD TlME
STAR

_FINISH:

 REASON FOR LOAD DELAY.

SIGNATURE FOR DELA

'HRS FREETlME . ', s oo o 0 gy o HRSFREETIME

HRS CHARGE BLE

| REASON FOR LOAD DELAY:

| SIGNATURE FOR DELAY

© CUSTOMER COPY

AKC-0016563
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£
G

ENVIRONMENTAL SERVICES

GROUP
Weagtem Region
Estimate / Authorization Form Quote # 2007060114
Date : Juna 26, 2007
ALASKAN COPPER WORKS Contact : GERALD THOMPSON
628 SOUTH HANFORD Phone : (206) 382-8379
FO BOX 3546 Fax : (206) 382-4309
SEATTLE, WA 98134-0000 E-Mail :(b) (6)
From : Jennifer Goltz, Sarvice Manager Phene : (425) 204-7057

Fax : (425) 204-7164
E-Mail :jgoltz@pscnow.com

Service : ER RESPONSE TQ REMOVE LATEX PAINT FROM CATGH BASIN.

I. Treatment & Dlsposal '

LATEX PAINT/WATER/SLUDGE, BULK s @ s188GALLON = 17T
II. Transportation

130 BARREL VACUUM TRUCK Z @ _ $9400/hour = C §2.90

Emergency Responsa Pick Up, <24 Hours Notice, 3@ $2800/HOUR = §¢, 0O

A 12.25% variable energy sumhame will be added to the final Involce total minus taxes and fees,

DISPOSAL PRIGE f6 based upon disposal methad; therefore the disposal price estimatad above may dffer from tha final Dispasal price which wil be
daterminad upon profiling and/or upon waste veiification at tima of wasta raceipt. All pricing is based on straight time. If overtime, Saturday, or Sunday
work is requested, a changa ordar will ba issued to reflact the additional costs, Pricing estimate is valid for 30 days.

APPROVAL AND ACCEPTANCE: The undersigned agrees and certifies that they are authorized to act on behalf of the Customer, and the Customer
guarantees by their signature to compensate Burlington Environmental Inc. *a whelly owned subsidiary of Phillp Services Corporation™ in full for all actual
services performed as describad above, which are due and payable 30 days after recelpt of the Involce. All past due accounts shall accrue interest at tha
rate of 1.5% par month. No verbal estimates are valld or enforceable. Custamar shall pay all raasonable costs of collection, including but not limited to

Attornay’s fees and expenses Incurred by PSC.
/ PLEASE SIGN AS ACKNOWLEDGMENT AND RETURN UPON RECEIPT.

2653~

Date

Acps Time S hes,
@ S )Y 7

“Helping Clients Attain a Competitive Advantage In a Global Market't=

Ve nlihn NEE e SONON AANA TOT Llawrs FARLN ANA 7ARA Dactinesd Mifina IDNAM RAT_DARK Eaw 1280 Q28 Q079

AKC-0016564



AN

GENERAL INTERNAL

PURCHASE REQUISITION

ATEM
NO.

- ACCT.
NO.

QUAN-

TITY UNIT

DESCRIPTION & PART NUMBERS

UNIT
PRICE

TOTAL LINE
ITEM PRICE

S43

Clezm oot

}
2 ’Dai%@se,

of

INASzal édwfat T T

%50 Shigirs,"Dept  Somm
CossTh dzes ).

T>

Yl </333|

s

A

p
REQUES BY . DATE
;%/% § 2t/

APPROVE P

[[] v HERE FOR RETURN OF YELLOW COPY

DATE/?(/07

TO BE FILLED IN BY PURCHASING DEPT.

PURPOSE OR USE P.O. NUMBER m / / é g 0 ;
DELIVERY NEEDED BY VENDOR %/

TLEPHONE
SHIP TO ADDRESS CONTACT 0.
SUGGEST l SIPN DELIVERY /
VENDOR w’fj"’ I r‘fb Wl \VNY. 3N PROMISED SHIP VIA /

423004 Rev. 7/96

AKC-0016565
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523101

10/31/06
MATESRTIAL SAFETY DATA SHEET
PRODUCT NAME: MASTER PAINTER SATIN -~ WHITE B HMIS CODES: H F R P
PRODUCT CODE: 523101 10 0¢C
mmmmmsmbe——asms SECPION I~  MANUFACTURER IDENTIFICATION =ss=s==sswsrm
MANUFACTURER'S NAME: RODDA PAINT COMPANY
ADDRESS : 6123 N MARINE DRIVE
PORTLAND, OR 97203
EMERGENCY PHONE : {800) 424-9300 DATE PRINTED : 10/31/06
INFORMATION PHONE : (503) 521-4300 NAME OF PREPARER : Rick Barnard
==== SECTION II - HAZARDOUS INGREDIENTS/SARA ITI INFORMATION ====
VAPOR PRESSURE WEIGHT

REPORTABLE COMPONENTS CAS NIMBER MM HG @ TEMP . PERCENT
+ TITANIUM DIOXIDE 13463-67-7 10 - 20

PEL (OSHA) : 15 mg/m3, TOTAL DUST, € HR TWA

TLV {(ACGIH): 10 mg/m3, TOTAL DUSTI, 8 HR TWA
# ETHYLENE GLYCOL 107-21-1 .05 20 C 0 ~ 10
“f> GLYCOL ETHER 112~34-5 0.88 77 F 0 - 10

OSHA: None Established ACGIH: None Established
+ QUARTZ 1480E~60~7 o - 10

TLV: .10mg/m3 (ACGIH) OSHA: 20mg/m3

* Tpdicates toxic material (5) subject to the reporting requirements of Section
313 of Title II1 and of 40 CFR 372. .

+ Indictates material(s) listed as a NTP, IARC, or OSHA carcinogen.

The above chemical {(s) meet the criteria as defined under 29 CFR 1910 for toxic
and hazardous substances.

> Tndicates material (s) listed on California's Proposition 6% known to the state
te cause reproductive toxicity or cancer.

# Indicates materials listed in Section 112(b) of the Clean Air Act,

======== SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS ========

BOILING RANGE: 336 F - 388 F SPECIFIC GRAVITY (H20=1): 1.29

VAPOR DENSITY: Heavier than air. EVAPORATION RATE: Slower than Butyl Acetate,
COATING V.0.C.: 0.76 1b/gl MATERIAL V.0.C.: 0.29 1b/gl

SOTUBILITY IN WATER: Complete.
APPEARANCE AND ODOR: Off white liquid, ammonia odor.

eemmsmews SECTTON IV - FIRE AND EXPLOSION HAZARD DATA s====m===

FLASH POINT: 150 F METHOD USED: TCC
FLAMMABLE LIMITS IN AIR BY VOLUME« LOWER: 1.1% UPPER: 15

EXTINGUISHING MEDIA: C02, dry chemical., foam, or water fog.

SPECIAL FIREFIGHTING PROCEDURES:

ror fires involving this material, do not enter any enclosed or ceonfined fire
space without proper protective equipmant. Self-contained breathing appacatus
with a full fagepiece operated in pressure-demand or other positive pressure
mode to protect against the hazardous effects of noxmal products of combustion

http://www.roddapaint.com/viewmsds,asp?523101 ‘ 6/26/2007

AKC-0016566
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or oxygen deficiency.

UNUSUAL FIRE AND EXPLOSION HAZARDS:

product may spatter if temperature of liquid exceeds the boiling poinkt of water.
1f solids Jlgnite, toxic and irritating gases can be emitted. Thermal
desomposition of this product will produce carbon monoxide and carbon dioxide
gqases.

= SECTION V ~ REACTIBITY DATA = B S

STABILITY: | ¥ | Stable | | Unstable
CONDLTIONS TO AVOID
Excessive btemperatures. Avoid all heat sparks and sources of ignition.

INCOMPATIRILITY (MATERIALS TO AVCID)
Strong oxidizing agents (Nitric Acid, Fermaganates, MEK Peroxide, Etc.).

HAZARDOUDS DECOMPOSITION OR BYPRODUCTS
Normal combustion Fforms carbon dioxide and water vapor; incomplete combustion
can produce carbon monoxide.

HAZARDOUS POLYMERIZATION: | | May occur { X | Will not occur

= SECTION VI - HEALTE HAZARD DATA = S

INHALATION. HEALTH RISKS AND SYMPTOMS OF EXFOSURE

Use only with adequate ventilation. 1f adequate vantilation is not possible,
sueh as in a closed room or other situations where air flow is minimal or
nonexistent, see section VIII for information reguarding respiratory portection.
Da not breathe dust or spray mist. Ensure fresh air entry during application
and drying. For spray application, sanding, abrading, and dust cleanup, wear an.
appropriate properly fitted respiratorn {NIOSH/MSHA TC21C approved). Follow
respirator manufacturer's directions for regpirator use.

1t affected, remove to fresh air. If breathing is difficult, administer oxyger.
1f breathing has stopped, give arxtificial respiration. Get medical atktentlon.

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE

Exposure may cause drying of the skin with mild irritation. Symptoms may
include: redness, burning sensation, drying and cracking. Exposure wlith
material may cause moderate eye irritation. Symptoms may include: tearing,
redness, and stinging sensation, Corneal involvement or visual impalirment is
not expected to occur.

SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
Prolonged exposure limit may result in the absorption of harmful amounts of
material.

INGESTION HEALTH RISKS AND SYMPTCOMS OF EXFOSURE

Excessive breathing of vapors can cause nasal and respiratory irritation,
dizziness, weakness, fatigue, nausea, headache, possible unconsciousness, - and
even asphyxiation. Can cause gastrointestinal irritation, nausea, vomiting, and
diarches. Aspiration of material inte lungs and cauge chemical pneumonitis
which can be fatal.

HEALTH HAZARDS (ACUTE AND CHRONIC)
Not considered a carcineogen by IARC, NTP or OSHA.

HEALTH HAZARDS OF PREVIQUS COATINGS

WARNING! If you scrape, sand, or remove old painf, yecu may release lead dust.
LEAD IS TOXIC., EXPOSURE TQ LEAD DUST CAN CAUSE SERIQUS ILLNESS, SUCH AS BRAIN

http://www.roddapaint.com/viewmsds.asp?523101 6/26/2007

AKC-0016567



JUN-25-2807 21:25 FS18 206 652 BSE5 - P.04.07

DAMAGE, ESPECIALLY IN CHILDREN. PREGMANT WOMEN SHQULD ALSO AVIOD EXPOSURE. Wear
a NTOSH-zpproved respirator to control lead exposure. Clean up caraefully with i
HEPA vacutum and a wet mop. Before you start, find out how to protect yourself
and your family by contacting the National Lead Information hotline at 1-800~
424-LEAD or log on to www.epa.gav/lezd.

I
tn

CARCINOGENICITY: NTP CARCINOGEN: Yes TARC MONOGRAPHS: Yes OSHA REGULATED: Ye
This material is notk listed as & humar carcinogenic,

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE
None known.

EMERGENCY AND FIRST AID PROCEDURES
SKIN- Wash exposed area with soap and water. EYES- Flush wilh large amounts of

water.
wuewess== SECTION VII .~ PRECAUTIONS FOR SAFE HANDLING AND USE ==mater==

STEPS TO BE TAKEN IN CASE MATERJAL IS RELEASED OR SPILLED

Persons not wearing protective equipment should be exceluded from area of spill
until clean-up had been completed. Stop spill at source, dike area of gpill to
prevent spreading, pump liquid to salvage tank. Remaining ligquid msy be taken
up on sand, clay, earth, floor absorbent, or other absorbent material and
ahoveled into containers. Prevent run-off sewers, gtreams, or other bodies of

water.

WASTE DISPOSAL METHOD
begtroy by liguid incineration. Material collected on absorbent material may be
deposited in an approved toxic substaice landfill in accoordance with Jocal,

state, and federal regulations.

- PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING
Store in a cool, dry area. Keep away from heat, sparks, and open flame. Ksep
containers closed when neot in use.  Use only with adeguate ventilation.

QTHER PRECAUTIONS
Containgrs of this material may be harardous when emptied. Since emptied
containers retain product residues (vapor, liquid, and/or solid), all hazard
precautions given in this dalba sheet must be observed. READ AND OBSERVE ALL

PRECAUTIONS ON LARBEL!

s === SECTION VIII -~ CONTROL MEASURES L =

RESPIRATORY PROTECTION:

If TLV of the product or any component is exceeded, a NIOSH/MESA jointly
approved self-contained breathing apparatus with a full face plece operated in
Pressure demand or other positive pressure mode is advised; however, 0%
regulations alsc permil other NIQSH/MESA resSpirators under specified conditions.
See your safety equipment supplier).

VENTILATION: )
Frovide sufficient mechanieal and/or local exhaust to maintain exposure below

TLV (s3] .

PROTECTIVE GLOVES:
Wear resistant glovesa such as: PBUNA=N

EYE PROTECTION:

Chemical splash goggles in compliance with OSHA regulations are advised, unless
full facepiece respirator is worn.

http://www.roddapaint.com/viewmsds.asp?523 101 6/26/2007
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OTRER PROTECTIVE CLOTHING OR EQUIPMENT:
To prevent repeated or prolonged skin contact, wear impervious clothing and
boots.

WORK/HYGIENIC PRACTICES:
Wash 'hands thoroughly after handling this product.

= = SECTION IX =~ DISCLAIMER e upe =t b

This information provided as a resource only. It should not be taken as a
warranty or representalion for which Rodda Paint Co. assumes legal
responsibility. The information contained is believed to be accurate and
complled from sources believed to be ra2liable, it is the ragponsibility of the
user to investigate and verify its validity. The user assumes all
responsibility of usirg and handling =ae product in accordanca with applicaple
federal, state, and local regulations,

http://www.roddapaint.com/viewmsds.asp?523 101 6/26/2007
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3

AR Master Painter Interior Latex Satin Wall Paint
Rodda Point 523101

P R

PRODUCTS
523101x White
523102x Midtone
523103x Deeptone
523104X Neutral

A Vinyi Acryfic Satin Wall Coatling

Basic Use - A washable satin finish, latex resin emulsion formulated to protect and beautify interior surfaces.
Excelient for masonry (concrete, cement block, cinder block), waltboard, stone, brick and wood, May
alsc be used on properly primed steel,

* This product maets or exceeds G5-11 Standards

Packaging Stocked in single and Ave gallon contalners. Other sizes available upon request.
Finish A satin finish
Thinning Nene recommended.
. Cleanup Use hot soapy water for mast efficlent clean up )
" Spreading Rate 295 square feet per gallon will result In 2 dry fitm thickness of 1.5 mils (allows 20% loss factor).
PHYSXCAL PROPERTIES
‘Dry Film Thickness 1.5t 2 miis
Light Reflectance 84% on off whites. Lower on tnted color
Viscosity Range 95 to 100 Krebs Units.
Odor . Pominant odor of latex palnt,
Toxjc Propertlas Non-toxic as & dry film.
‘Registance Falr
Welght 10.9 Ibs. per gallon,
60° Gloss 6-10
Solids Weight 50 ® 2%
Solids Volume 35+ 2%
Theoretical VOC 0.78 ibs. per galion, 93 graris per liter
. SURFACE PREPARATION
Metal Preparation GALVANIZED: Clean Thoroughly. Prime with 709700x Vinyl Wash Primer. ALUMINUM: Hand clean

areas that axhibit wnite corrosion. NEW ALUMINUM: Surfaces must be properly treated. FERROUS
METAL: Prime with 7082xxx Barrier III High Solids Metal Primer or 70R195x All Purpose Rust
Inhibitive Primer.

Masonry Preparation Prime with 5016801x First Ceat Primer.
Wood Preparation New Interlor: Prime with S02001x Unigue I 100% Acrylic Enamel Undercoater.
Block Preparation Fill with 501901x Sprayable Block Filler.
. Wallboard Preparation Prime with 507801x Scotseal.
APPLICATION |
Application Method Brush, roller ar spray.
Brush Application A nylon/polyester brush Is recommended for this project.
Raller Application Use 3/8™ to 3/4" nap syathetic roller cover,
Pad Application
http://www.roddapaint.com/viewpds.asp?523101 j 6/26/2007
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Use a synthetic pad.

Airless Sprayer Recommend pressure 2000 ta 2500 pst, using 015" to .21" tip orifice..
Application
Conventlonal Sprayer Reduce up to one pint per gallon with water. Recommended alr pressure 40-60 psi; tluid pressure
Application 20 psi; tip size .0042" to ,0045" with matching cap. .
HVLP Reduce up to one pint per gallon with water. Accuspray 24K.
'DRY.TIME
At 77° Fahrenheit and 50% Relative Humidity:
Dry time to @ouch % hour
Dry time to re-coat 2 hours

Dischnimer - All technical sdvice, recommendations and sarvices regarding this praduct Bre rendered by the Sellar gratis. They are based on technical dotp which |
the Seller belleves to be rellable énd arc Intended for use by persons having skill and know-how, at thair giscretion and risk. Selier assumes no responsibliity for
resyits obtained or damages incurred from this peoduct use ny Buyer whether as reeommended hercin or otherwise, Such recommendations, technical advice of '
servicas arg not to be taken os a flcense to operate under or suggest infringemant of any patent.

Last modification made on: 2/9/2007 6:09:23 AM

Rodan Paint Co.
Corpordte Cflce: 6107 N Marinc Dr., Fortlang, Oregan 97203
Reglanal: 3838 4th Avanue So., Seattle, Washington 98134

Lot thansnar vaddanaint Cﬂm/ViBWDdS.aSD?523IOl : k 6/26/2007
TOTAL P.@7

AKC-0016571
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Corporate Office: Fax Numbers:;
©« 6107 N Marine Drive =\~ Corporale/Accounting: [ 71 308.521.4400 °

Portland OR 97203-6409 i | = s ‘ Marketing/Sales: . 502.7 31.6004

Phone: 803.521 4300 Rodda Print Human Resources:U) 503,521, 4408

Credit; .1 803.621.4411
Operatons/Purchasing: 1 503,737.6014

FAX TRANSMITTAL

Date @l/ ‘2@ // 0 /7 Time ___ e b |

Pages including this cover page _&__ Please rush this to the person named below. Thank you

o 0eRRY T HompSod)  rxn206-382-430%

Company ..

From <OD <-1¥ Fax #

- 1 Urgent (] For Review [ Please Comment [J Please Reply [] Original Mailed |

ASDS + DA77 J&ML

Chne me 04/&” /a/ Ne ()4//2,/ e
m}f” /,éc% Al 2Tt e

A

Subject/Comments

FAXZ54 (4.12.06) sd

AKC-0016572



06/26/2003 TUE 10:05 FAX 206 382 4309 ACW MAINTENANCE-MRO

dioo1

EEEEEREEREAREEREAREEEREREER
k&% ERROR TX REPORT EE 3
FERREFEEFRERFEFREBF LB REFREKSE

TX FUNCTION WAS NOT COMPLETED

TX/RX NO 3040
CONNECTION TEL 4252047164
SUB-ADDRESS
CONNECTION ID
ST. TIME 06/26 10:05
USAGE T : 00'38
PGS. 0
RESULT NG
0 #018
JIN-Z5—-2007 21i24 Fsig 286 652 BS65 P.@2/87
523101
10/31/06
MATERTIAL SAFETY DATA SHEET
PRODUCT NAME: MASTER FAINTER SATIN - WRITE B HMIS CODES: H F R P
PRQDUCT CODE: 523101 100¢C
x=  SECPYON I -~ MANUFACTURER IDENTIFICATION ========wmrn
MANUFACTURER'S NAME: RODDA PAINT COMPANY
ADDRESS s 6123 N MARINE DRIVE
FORTLAND, OR 97203
EMERGENCY PHONE s (800) 424-9300 DATE PRINTED s 10/31/06
$NPORMATION PHONE : (503} 521-4300 NAME OF PREPARER : "Rick Barbhard
mmma  GECTION II ~ HAZARDOUS INGREDIENTS/SARA IT] INFORMATION ===—
VAPOR PRESSURE WEIGHT
REBOKTABLE COMPONENTS CAS NUMEBER MM HG @ TEMP . PERCENT
+ TLTANIUM DIOXIDE 134636717 10 - 20
PEL (OSHA) : 15 mg/m3, TQTAL DUST, & HR THWA
TLV (ACGIH): 10 mg/m3, TOTAL DUST, 8 HR TWA
# BTHYLENE GLYCOL 107-21-1 .05 20 © 0 - 10
J#> GLYCQL ETHER 112=34~5 0.88 77 F 0~ 10
OSHA: None Established ACGTH: None Established
+ QUARTZ 14806=60=7 0~ 10
TLV: .10mg/m3 (ACGIH) OSHA: 20mg/m3

* Indicates toxic material(s) -subject to the reporting regquiremants of Section
313 of Title 1I%I and of 40 CrrR 372. .

+ Indictates material (s) listed as a NTP, IARG, or OSHA ¢sxrcinogen,

The above chemical (5) meet the criteria as defined undar 2% OFR 1910 for toxic
and hazardous subatances.

> Indicates material(s) listed on Califernla's Broposition 6% known te the state
te couse raproductive toxicity or cancer.

# Iudicates materials listed in Section 112(b) of tha Clean Air Act.

monmmmms  SECTION III -~ PHYSICAL/CHEMICAL CHARACTERISTICE =====e==

BOILING RANGE: 336¢ F - 388 F SPECIFIC GRAVITY (H20=l): 1.28

VAPOR DENSITY: Heavier than air. EVAFORATION RATE: SloWer than Butyl Rcetate.
COATING V.0.C.: 0.76 ib/gl MATERIAL V.0Q.C.: - 0.28 1b/g)

SATPIRTY Tiov ey fRMITT L Saecst e

AKC-0016573



06/26/2003 TUE 10:11 FAX 206 382 4309 ACW MAINTENANCE-MRO

dioo1

RELRRRRRELRRRRE R R R REE
ET 33 TX REPORT b33
EEAERRERE LR REREERBRER

TRANSMISSION OK

TX/RX NO 3042
CONNECTION TEL 94252047164
SUB-ADDRESS
CONNECTION ID
ST. TIME 06/26 10:08
USAGE T 02'51
PGS. 7
RESULT 0K
JUN=-25-2007 21:24 F518 286 652 USeS  P.Gazp7
§23101
10/31/06
MATERIAL SAFETY DATA SHEET
PRODUCT NAME: MASTER FAINTER SATIN - WHITE B HMIS CODES: M F R P
: 523101 100¢C

PRODUCT CODE

= . SECTION I = MANOFACTURER IDENTIFICATION smmmmwrmeemrm

MANUFACTURER'S NAME; RODDA PAINT COMBANY
ADDRESS i €123 N MARINE DRIVE
' PORTLAND, OR 97203

EMERGERCY PHONE : {A00) 424-5300 DATE PRINTED : 10/31/06
INFORMATION PHONE : (503) 521=-4300 NAME OF PREPBRRER $ '‘Rick Barhard
==== SECTION II - HAZARDOUS INGREDIENTS/SARA ITI INFORMATION ====

' VAPOR PRESSURE WEIGHT
KEPORTABLE COMPONENTS CAS NUMBER MM HG @ TEMP . PERCENT
+ TITANIUM DIQXIDE 13463~67-7 10 - 20

PEL (OSHA) : 15 mg/m3, TOTAL DUST, 6 HR TWA
TLV (ACGIH): 10 mg/m3, TOTAL DUSTI, B HR TWA

# ETHYLENE GLYCCL 107=-21~1 .05 20 C 0 -~ 10

#> GLYCQL ETHER 112%34=5 0.88 77 F g - 10
OS5HA: None Extablished ACQIH: None Established

+ QUARTZ 14B0B=~60=7 0 - 10
TLV: .10mg/m3 {(BCGIH) ‘ QSHA: 20mg/m3

* Indicates toxic material(s) subject to the reporting requiremsnts of Section
313 of Title IIX and of 40 CFR 372. .

+ Indictates material (9) listed as a NTPR, IARC, or OSHA cerclnogen.

The above chemical (s) meet the eriteria as defined under 29 CFR 1910 for toxlic
and hazardous substances.

> Indicates material(s) listed an Califlernia's Proposition 65 known to the gtate
to couse reproductive toxicity or cancer.

# Indicates materlals listed in Secticon 112(b) of the Clean Air Act.

m==m=coe SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS scomceam

BOILING RANGE: 336 F ~ 388 F SPECIFIC GRAVITY (H20=1): 1,28

VAPOR DENSITY: Heavier than air, EVAPORATION RATE: Slower than Butyl Acutate.
COATING V.0.C.: 0.7 1b/gl MATERIAL V.0.C.: 0.28 1b/¢l

SQLUBILITY IN WATER: Complete.

MOBODTAGARSDT ANN ANRAD. AEE alalean 19 amad A arrmAant o s

AKC-0016574



06/26/2003 TUE 10:12 FAX 206 382 4309 ACW MAINTENANCE-MRO

gooa

R REREE IR R SRR RS R TR R R R RE
EET S ERROR TX REPORT EX 33
EEREER KRR KA KRR ERE ST RKRREE

TX FUNCTION WAS NOT COMPLETED

TX/RX NO 3041
CONNECTION TEL 4252047164
SUB-ADDRESS
CONNECTION ID
ST. TIME 06/26 10:12
USAGE T 00'00
PGS. 0
RESULT NG
0 #018
JUN-25-207 2124 FS18 206 652 BSeS P.22/87
523101
10/31706
MATERIAL SAFETY DATA SHEET
FRODUCT NAME: MASTER PATNTER SATIN - WHITE B HMIS CODES: H F R P
PROQDUCT CODE: 523101 100¢C
== SECTION I -~ MANUFACTUORER IDENTIFICATION =====—===w=mwr-
MANUFACTURER'S NAME: RODDA PAINT COMEBANY
ADDRESS ’ ¢ 6123 N MARINE DRIVE
PORTLAND, OR 97203
EMERGENCY PHONE s (80Q0) 424~-8300 DATE PRINTED = 10/31/06
INEFORMATION PHONE : (503) 521-4300 NAME OF PREPARER : 'Rick Barnard
mmmae  SECTION 1T -~ HAZARDOUS INGREDIENTS/SARA ITI INFORMATION wwcwm
VAPOR PRESSURE WETIGHT
REPOKTABLE COMPONENTS CAS NUMBER MM HG € TEMP . PERCENT
+ TITANIUM DIOXIDE 13463~67-7 10 = 20
PEL (DSHA) : 15 mg/m3, TOTAL DUST, & HR TWA :
TLY (ACGIH): 10 mg/m3, TOTAL DUST, B HR TWA
# BETHYLENE GLYCOL J07-21-1 .05 20 C 0 - 10
#> GLYCOL ETHER 112-54-5 0.88 77 F 0 ~ 10
OBHA: None Established ACGIH: Fone Estaeblished
+ QUARTZ 14806-60-7 0 - 10
TLV: .l0mg/m3 (ACGIH) OSHA: 20mg/m3

* Tndicates toXie material (s) 'subject te the reporting requirements of Section
313 of Title III and of 40 CFR 372. .

+ Indictateaz matsrial(e) listed as a NTP, IARC, or OSHA carcinogen.

The above chomical (s8) meet the criteria as defined under 29 CFR 1910 for toxic
and hazardous substancas. .
> Indicates materisl(s) listed on Californiats Proposition 6% known to the state
Lo cause reproductive toxicity or cancer,

# Indicates materials listed in Section 112(b) of the Clean Air Act.

s======a  SECTION YIT +~ PHYSICAL/CHEMICAL CHARACTERISTICS ====—==

BOILING RANGE: 336 F - 3B8 F SPLCIFIC GRAVITY (H20=1) : 1.2%

VAPOR DENSITY: Heavier than air. EVAPORATION RATE: Slower than Butyl Rcetate.
COATING V.0.C.: 0.76 1b/gl MATERIAL V.0.C.: 0.25 1b/g)

QAT ARTLTTY TN WATRR- Comnloate.

AKC-0016575



( 5 ) GENERAL INTERNAL ' ‘ R
@ ALASKAN PURCHASE REQUISITION ’ ,

ITEM ACCT. QUAN-

' UNIT TOTAL LINE
NO. NO. TITY UNIT DESCRIPTION & PART NUMBERS PRICE ITEM PRICE
i 3 ifg? j ::ff«fii‘“""
{,a,‘i ’;} ‘A ~ . . ,; s E
AN L. i |
= 7
REQUESFED BY 7 DATE 7
O 7oA e
N gt Fira . GAellagie

1 /e

s

PURPOSE ORUSE £ 1 /2 /0y e O d oo s PO. NUMBER
DELIVERY NEEDED BY ‘ VENDOR

ey TELEPHONE
SHIP TO ADDRESS & -~ % CONTACT NO.

DELIVERY [ e
VENDOR PROMISED SHIPVIA &7 7

423004 Rev. 7/36

¥

AKC-0016576
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LASKAN ) . GENERALINTERNAL . -
4 Lt e 7 PURGHASEREGUISITION' = b B B g Bl D
ITEM ACCT. QUAN- ‘ ~ s Sar i = UNIT  TOTALLINE |

.  DESCRIPTION & PART NUMBERS ; PRICE TEM PRICE |

‘%"‘r;;m‘ :

4 PURPOSE OR USE

DEL:VERY kNE'EDED“BY “

‘;SHIPTOADDRESS ==
SUGGESTED ’“ZZ* r
VENDOR |~
423004 Rev.7/96

; k DELIVERY
~ PHOMISED

| SHiPVIA B¢

o

AKC-0016577





